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Your Ref: App. 2017/0867/FUL                                                                  14th August 2017 
  
Our Ref: PG// 
 

Development & Environmental Services 
City Hall, Beaumont Fee 
Lincoln, LN1 1DF 
 
Re:  Street Record, Lytton Street, Lincoln, Lincolnshire 
 
Thank you for your correspondence and opportunity to comment on the proposed 
development.  
 
Lincolnshire Police has no formal objections to the planning application in principle but would 
recommend that the attached recommendations are implemented. 
 
External Doors and Windows 
 
Building Regulations (October 1st 2015) provides that for the first time all new homes will 
be included within Approved Document Q: Security – Dwellings (ADQ). 
 
Approved document Q applies to all new dwellings including those resulting from change of 
use, such as commercial premises, warehouse and barns undergoing conversions into 
dwellings. It also applies within Conservation Areas. 
 
This will include doors at the entrance to dwellings, including all doors to flats or apartments, 
communal doors to multi-occupancy developments and garage doors where there is a direct 
access to the premises. Where bespoke timber doors are proposed, there is a technical 
specification in Appendix B of the document that must be met. 
 
Windows: in respect of ground floor, basement and other easily accessible locations. 
 
The secured by design requirement for all dwelling external doors is PAS 24.2016 (doors of 
an enhanced Security) or WCL 1 (WCL 1 is the reference number for PAS 23/24 and is 
published by Warrington Certification Laboratories).  
 
All ground floor windows and doors and those that are easily accessible from the ground 
must conform to improved security standard PAS24:2016. Window retainers should be 
provided on all windows that are accessible. 
 



 
 
 
 
Lighting 
 
Lighting should be designed to cover the external doors and be controlled by photoelectric 
cell (dusk to dawn) with a manual override.  The use of low consumption lamps with an 
efficacy of greater than 40 lumens per circuit watt is required; it is recommended that they be 
positioned to prevent possible attack.  
 
Bin Storage 
 
Internal communal bin and bicycle stores within blocks of flats must have no windows and be 
fitted with a secure door set that meets the same physical specification as ‘front door’ and 
specifically Section 2, paragraphs 21.1 to 21.6 and 21.8 to 21.13. 
This will ensure that such stores are only accessible to residents. The locking system must 
be operable from the inner face by use of a thumb turn to ensure that residents are not 
accidentally locked in by another person. A bicycle store must also be provided with stands 
with secure anchor points or secure cycle stands. 
 
External bins stores and home composting containers (supplied to meet ‘Code for 
Sustainable Homes’ ‘Was 3’) should be sited in such a way that they cannot be used as a 
climbing aid to commit crime. 
 
Perimeter 
The proposed perimeter fencing detail of the site and each plot if not shown should be of an 
1800 mm robust fence or wall without footholds. The rails to any timber fence should face 
the properties.  
 
Sub divisional boundaries should be secured and at the same time enable interaction 
between neighbours. A suitable means to achieve this will be for the first sections of the 
boundary starting from the building provide an 1800 mm timber privacy screen.   
 
Nb. Diamond shaped trellis will help to deter climbing and all of the boundary can be made 
more secure by using it as a framework to carry deterrent planting e.g. (thorny shrubs) which 
if required can be planted by the occupier.  
 
A cul-de-sac layout without unnecessary footpaths or points of access can afford a secure 
and safe residential development which lends itself to the establishment of a community feel. 
 
Gates 
Any gates to be erected should have anti-lift hinges and will need to be erected as close to 
the front elevation of the properties as possible.  A sliding bolt and padlock should be fitted 
to all such gates. Access to the rear of all properties should be secured by way of 
gates and fencing as described above. 
 
The gates must be placed at the entrance to the footpath as near to the front building line 
as possible, so that attempts to climb them will be in full view of the street. Where possible 
the street lighting scheme should be designed to ensure that the gates are well illuminated.   
 
The gates must have a key operated lock, operable from both sides.  The gates must not be 
easy to climb or remove from their hinges. 
 
Landscaping 



 
Any landscaping should be kept to a maximum growth height of 1 metre.  Whilst any trees 
should be pruned up to a minimum height of 2 metres, thereby maintaining a clear field of 
vision around the development.  Trees when fully grown should not mask any lighting 
columns or become climbing aids. 

 

Sheds / Cycle Storage (if Included) 
 
General advice would be that sheds must be fixed to a concrete foundation and the shed 
door fitted with a certified ‘Sold Secure’ Silver Standard padlock, hasp and staple (coach 
bolted through the shed structure). Providing the shed door is at least 44 mm thick the shed 
can be locked into the doorframe using either a mortice deadlock or mortice sash lock 
certified to BS 3621: 2007. The bicycle security ground anchor must be certified to ‘Sold 
Secure’ Silver Standard. Shed windows should be avoided and non-return screws (coach 
bolt style) should be used on the door furniture. 
 
I am happy to provide further specific advice on the safe and secure storage of cycles should 
that be requested. 
 
Utilities 
 
In order to reduce the opportunities for theft by ‘bogus officials’ the utility meters should, 
where possible, be located to the outside of the dwelling at a point where they can be 
overlooked. This will negate the need for an official to enter the building in order to read a 
meter, which will in turn reduce the opportunity for distraction burglary. Where possible utility 
meters in multi occupancy developments should be located on the ground floor between 
access controlled 
doors (air lock system) so that access can be restricted to the meters  
 
Note 33.1: Where a utility provider refuses to provide external meters, and there is an 
obvious (historic) risk of distraction burglary within the location, the developer should 
consider an alternative supplier. 
 
Please do not hesitate to contact me should you need further information or clarification. 
Please refer to New Homes 2016 which can be located on www.securedbydesign.com  
Crime prevention advice is given free without the intention of creating a contract.  Neither the 
Home Office nor the Police Service takes any legal responsibility for the advice given.  
However, if the advice is implemented it will reduce the opportunity for crimes to be 
committed. 
 
 
Yours sincerely, 
 
John Manuel MA BA (Hons) PGCE Dip Bus. 

Force Crime Prevention Design Advisor 

 
 

http://www.securedbydesign.com/


 



 


